Jacket
1. Description: Jacket for winter superior Quality. Colour- Khaki Gabardine or Olive
Green. Total Quantity: 639 Nos. (XL: 239 Nos. and XXL: 400 Nos.)

2. SPECIFICATION:
1. The jacket shall be made in one piece.
2. Outer layer of jacket shall be made from fabric polyester/viscose blend closely
woven 237 gms, water repellant O.G. with tolerance + 10%, -5% shall be confirm to:
11248/1985.
3. Inner layer shall be made from shirting polyester/viscose(67:33) blend dyed O.G.
confirming to IS-11815/1986.
4. Padding of acrylic polyfill 4 mm thick shall be provided between the outer layer and
inner layer, of the sleeves.
5. Another removable inner layer shall be from pile fabric acrylic knitted in OG colour
as per specification no IND/TC/0102 supersedes spcn no. IND/TC/0103.
6. The collar shall be made of two layer of fabric as that of outer layer. padding of
acrylic polyfill 4mm thick shall be provided in between the two layers.
7. Synthetic (plastic) slide fastener heavy (Open End) O.G. shall be provided in the
front for opening and closing. It shall confirm to IS:1418/94.
8. Metal push button shall be provided at all places including jacket flaps, shoulder
straps and sleeves straps.
9. Shade, pattern, design, feel, finish and general appearance shall be as per
approved sample.
10. Two pockets at the down with flap, two pockets at chest & one pockets inner side.
3. Packing & Marking
1. Packing will be strictly in conformity with clause 12 of condition of contract
governing contract placed by the Central purchasing organization of the
Government of India and each jacket will be plastic.
2. Besides each package will contain a packing list indicating the name of the item
and quantity thereof packed.
3. Each package will bear a clear marking with indelible ink.
4. This will enable easy identification of packages and fault as tallying of packing list a
copy of which is to be enclosed with invoice/R.R/dispatch intimation.

4. Terms & Condition:1.
2.

3.
4.

5.
6.

Offers from only manufactures registered with NSIC will be considered. Firms quoting on
behalf or on authority of manufactures will be ignored.
Manufacturer must own and possess the following:
a. Power driven heavy duty sewing machines for stitching.
b. Power operated cutters.
c. Cutting tables for cloth.
d. Button hole stitching machine.
e. Button stitching machine.
f. Heavy press {ironing}.
g. Suitable inspection tables heaving adequate lighting arrangement for visual
inspection of jackets.
h. Adequate covered space for manufacturing, storage and inspection.
i. Essential in-house testing facilities viz
i.
Electronic weighing balance.
ii.
Tensile testing machine for measure of breaking strength.
iii.
Testing facilities for Ends/Picks per dm.
iv.
Beasley’s balance.
v.
Ph meter.
vi.
Facilities for shrinkage test & cone test.
vii.
Soxlet apparatus.
viii.
Facilities for testing scouring loss.
ix.
Facilities for colour fasting to washing/perspiration/rubbing.
x.
Facilities for blend composition test.
xi.
Bundesman water repellency equipment.
xii.
Hot air oven with timer and temperature control.
xiii.
Sample conditioning chamber.
xiv.
Pilling resistance tester.
Inspection will be carried out by RITES Only. Any offer with condition/alteration in this
aspect shall be summarily ignored.
Inspection will be carried out at the factory address provided in the manufacturer’s
NSIC registration only. Railway reserves the right to check the authenticity & capacity of
the manufacturer’s factory at any time. In case the same is found be incorrect or false
or misleading, the firm shall be blacklisted.
Firm to submit three samples for the consignee for sample approved before bulk supply.
Furnish your performance detail of last three years and send copy of certificate of your
registration with Railways or NSIC or other Govt. organization if any.

